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MULTI-BASKET STRAINERS A N D MULTI-BAG FILTERS

t{ How To Order

Build an ordering code as shown in the example

OPTIONAL
INNER
BASKET

2P 1/16

OPTIONAL INNER
BASKET, MEDIA SIZE
Perforation diameters (for type 2P
baskets)

1/4, 3/16, 9/64, 3/32, 1/16
Mesh sizes (for type 2M & 2BM
baskets)

20, 30, 40, 50, 60, 70, 80,
100, 150, or 200

OPTIONAL INNER
BASKET, TYPE

2B = Filter bag basket,
9/64 perforations
— 2P = Strainer basket,

perforated metal
2BM = Filter basket, mesh lined

2M = Strainer basket,
perforated, mesh lined

-l " d = O
Side inlet/outlet (SLP HLP Q) - 2 :i:::t‘:d'f type B basket was
Side inlet/outlet, same side (SLR HLP Qll) = 4 Perforation diameters (for type P
PRESSURE RATING? baskets)

150 psi (flanged) = 150 1/4, 3]1 6, 9/64, 3/32, 1/16
Mesh sizes (for type M & BM
HOUSING MATERIAL baskets)
Carbon steel = C 20, 30, 40, 50, 60, 70, 80,
304 stainless steel = S 100, 150, or 200
316 stainless steel = 8316
*COVER SEAL e ELEE
Buna N (N/A on Q housing) - B PB = ggtée; ba?f basket,
Ethylene Propylene (N/A on Q housing) = E 4 perforations
Viton® Y P = Strainer basket,
Teflon® Encapsulated Viton® (N/A on Q housing) = TEV — E?ﬁOEIEdbmital
Teflon® (solid white) (N/A on Q housing) = TSW = Filter bag basket,
perforated, mesh
BASKET SEAL lined
No seal = N M = Strainer basket,
Seal (only on strainer housings) =S perforated, mesh

lined
HWM = Filter bag basket,
heavy wire mesh

1. Flanges provided with the housing match the pressure rating of the vessel.
Housings rated 150 psi have 150 class flanges. Housings rated 300 psi

have 300 class flanges. Other styles and classes available. ANSI B16.5
Pressure-Temperature rating tables determine flange class for ASME code
housings. Consult factory.

2. Higher pressure ratings available. Consult factory.

*Note: Because of its unique Quick Access Cover, the Q (OII)
housing style is available only with a Viton cover seal.






