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IRQW Dimensions for Models 30-48 (IN) Cont,

Model No.of Cart. Pipe STYLE 1 STYLE 2 52?;‘.% voral
No. Cart. Length Size | A B C D E B C D F G H 1| (Ibs) (cu. ft.)
8 784 549 449 83 16.0 2170
10 826 59.1 491 95 190 2280
12 87.1 636 536 11.0 225 2415
30 2 |420 841 606 456 12.0|756 52.1 37.1 45 55239 250| 2160 39.6
3 779 544 394 53 73 2175
4 80.1 566 416 60 9.0 2195
6 84.1 60.6 456 7.0 125 2240
8 884 649 499 83 160 2305
10 926 69.1 541 95 19.0 2415
12 97.1 73.6 586 11.0 225 2550
40 2 420 941 706 506 120|856 62.1 42.1 45 55239 250| 2285 47.6
3 879 644 444 53 73 2300
4 90.1 66.6 466 60 9.0 2320
6 94.1 706 506 7.0 125 2360
8 98.4 749 549 83 160 2430
10 102.6 79.1 59.1 95 19.0 2535
12 107.1 83.6 636 11.0 225 2670
48 205 20 2 |480 77.1 521 421 120|686 441 341 45 55269 28.0| 2510 432
3 709 46.4 364 53 7.3 2520
4 73.1 486 386 60 90 2540
6 77.1 526 426 70 125 2585
8 81.4 569 469 83 160 2650
10 856 61.1 51.1 95 19.0 2760
12 90.1 656 556 11.0 225 2895
30 2 480 87.1 62.1 47.1 120|786 54.1 39.1 45 55269 28.0| 2655 53.7
3 80.9 56.4 414 53 7.3 2670
4 83.1 586 436 6.0 9.0 2685
6 87.1 62.6 476 7.0 125 2730
8 91.4 669 519 83 160 2800
10 956 71.1 56.1 9.5 19.0 2905
12 100.1 75.6 60.6 11.0 225 3040
40 2 480 97.1 721 521 120|886 641 441 45 55269 28.0| 2800 64.1
3 90.9 66.4 464 53 7.3 2815
4 93.1 686 486 60 9.0 2830
6 97.1 726 526 70 125 2880
8 101.4 769 569 83 16.0 2945
10 105.6 81.1 61.1 95 19.0 3050
12 110.1 856 656 11.0 225 3180
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How To Order

Build an ordering code as shown in the example.
Each available only on the model sizes highlighted

in the colored blocks preceding its description

Key To Blocks:

B = Model 4
[ 6]8] = Model 6
B = Model 8

[N = Model 12 etc.

———HOUSING — — OFTION
Example: 245230- 4F-1-150-S-B-DOE-VP-C
MODEL NO.
(4] -a
6| -6
B =8 ASME CODE STAMP
=12 C = Code
=16
=18 CARTRIDGE SEALING METHOD
=22 GrAEE] VP = V Post and Spring Seal
=24 -ﬂﬂ------ TP = Threaded Post
=30 For other styles, consult factory
=36 .
=42 CARTRIDGE DESIGN
= 4168 12/16/18,22 24 30 36 42 zk] DOE = Double-Open End
BIR B EJEEE SOE = Single-Open End
ﬂﬂ-- ] 222 = Double O-Ring
AR EBMEIE AP N EEHEEEE] 226 = Bayonet Lock (Pall)
NUMBER OF CARTRIDGES*
(Around) Cartridges COVER SEAL
4] =1 L PAENV G PAPZIENEHEAN] B = BunaN
=3 = Ethylene Propylene
| 4168 [12[16[18[22]24[30[36[42]48 | Ethylene Propy!
a -6 [ 4] 68 12[16[18]22]24]30[36]42|48 RV AREERRVIETeE
=12 41618 11216]18[22124]30/36]42(48 1 y AVARSEE SHICh8 Encapsulated
=20 Vitone
=27 HARBRMEE P ZENEIEE Tsw = Teflone (solid white)
=40
=52 - HOUSING MATERIAL’
=82 -Eﬂ C = (Carbon Steel
1216 18 22 24 30 36 42 48 —
=116 S = 304 Stainless Steel
- 158 -EE---- $316 = 316 Stainless Steel
=205
PRESSURE RATING®
LR RN PARNARRE) PPl PNl e ARl 150 =150 psi (NPT or flanged)
CARTRIDGE LENGTH' A6 B S PP PZI ENEEEAEE 300 =300 psi (NPT or flanged)
4] 6] 10in.=10
| 4 6] 8 [12]16]18]22]24]30[36|42[40 R REE ] PIPING STYLE?
mﬂ - - 30-in. = 30 — RN KR AN RG] A P EDIERIEVARE] 1 = Side Inlet, Bottom Outlet
Eﬂ-- 404n = 40 4| 6]8|12(16]18|22|24]30|36(42|48 | 3. In-line, Inlet-high,
Outlet-low
1. Flanges provided with the housing match the pressure rating of the vessel.
PIPE SIZE NPT (female) Housings rated 150 psi have 150 class flanges. Housings rated 300 psi
(4] 6]8] 3/44in. = 3/4P have 300 class flanges. Other styles and classes are available. ANSI B16.5
(4] 6]8] l-in.  =1P Pressure-Temperature rating tables determine flange class for ASME code
[4]6][8] 1-1/4-in. = 1-1/4P housings. Consult factory.
[4]6]8]12] 1-1/24n. = 1-1/2P 2. Consult factory for special options.
[4]6]8][12]|16]18] 24in. =2P 3. Higher pressure ratings available. Consult factory.
| 6| 8]12]16]18]22]24] 3din. =3P 4. Filter cartridges are sold separately. See pages 134.
FLANGED'
[4[6][8] 3/4in. = 3/4F Pressure Drop Data
Eﬂ 1-in. - 1F Cartridge filters are usually selected so that the clean pressure drop does not
Eﬂ 1-1/4-n. = 1-1/4F exceed 2 psi. Higher pressure drops may be tolerated when contaminant loading
[4]6]8]12] 1-1/24in.= 1-1/2F is low. The user must determine the appropriate cartridge for the application, and
[4] 6]8]12] i =2F note the flow rate AP per cartridge as suggested by the media manufacturer.
6]8]12] - 3F
= 4F — - -
— 6F Viscosity Factors
S CPS NUMBER
_ 12F 100 | 200 | 400 | 600 | 800 | 1000 | 2000
(H,0)
65 | .85 [ 1.00 | 1.10 | 1.20 | 1.40 | 1.50 | 1.60 | 1.80






