


THE ELEMENT
X1 PS-740-PPP-356

Filter Cartridge

Maximize dirt-holding capacity
and meet LT2 requirements

PS-740-PPP-356 elements are manufactured in
a unigue "Y" pleat arrangement that optimizes

physical size and maximizes effective surface
area. The large surface area provides

a low fluid flux rate maximizing dirt
containment.

The element fits into the Rosedale NCO8135
housing or can retrofit 8302P housings with
an adaptor basket. The end caps are heat
sealed for high efficiency performance.
The o-ring seal insures sealing and
eliminates bypass.

Features

= 100 sqg. ft. of surface area maximum

= 11 Ibs. (approx.) of dirt carrying capacity

= 2 log cryptosporidium credit

= Flow rates to 10 gpm

= 6.254inch diameter and 354nch length

= Fits into standard Rosedale Model NCO8135
and 8302P

= Double o-ring seals

= NSF 61 listed

Cutaway of
740 Cartridge.
The "Y" pleat
maximizes
effective
surface area.

Retrofit Current Sites

Existing installations

using the Rosedale 8302P
and PS-520-PPP-241 or
GLR-PO-825-2 can easily
convert to a single
housing by installing the
PS 740 adaptor basket.

This is accomplished by
replacing the perforated
filter basket with the
adaptor. The solid side
pasket accepts the new
PS 740 cartridge and
directs the flow through
the unit.
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