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Filter Performance Guide
Use this chart to determine the filter Micron, Efficiency, Beta Rating Guide 136
performance you require.

Rosedale Top Economy
Standard Bags Standard Felt 1-100 Micron
High-capacity filter bags with ratings to 1 micron Standard Mesh 50-800 Micron
are available in a Wlde_ range of sizes and m_aterlals Standard OA Oil Adsorbent 138
for general use. Special-purpose bags for high-
temperature service are also available. Standard Teflon® High

Standard Nomex Temperature

Polypropylene Top 1-110 Micron
High Flow Elements
Designed specifically for use with our High Flow i‘ntgdfﬁgeﬁggtjv Uot0 400 GPM | | 43
Housing Systems. Elements in 40-inch and 60- Housings Per Element
inch lengths.
Graded Density Bags
(Membrane Prefilters) Graded 19
Great dirt-carrying capacity is combined with fine Density Microns 145
filtration efficiency. Excellent prefilters in applica-
tions previously requiring cartridges, cutting costs.
Emerald Series 700 _
(Oil/Water Separation Cartridge) Ol / Water Emvironmentl
The 6.25" OD cartridge houses several layers Separation Applications 146
of filtration media, increasing the oil holding
capacity to optimum effect.
The OA Oil Removal Bag
All Polypropylene Filter Bag is the perfect an- Ideal as a Remove from 2 148
swer for removing trace oil and grease from an | Pre-Filter to 16 Ib of Oil
industrial stream of aqueous-based fluids.
Bag-Sized Pleated Cartridges
Combines the advantages of bags with the best Pleated 110
features Qf cartridges. Like bags, contaminant is Bag Sized Microns 150
trapped inside. Pleated construction packs more
surface area in less cubic space.
Disposable Pleated Cartridges Disposable Low Cost High
Easily installed in our housings, providing TEN | Pleated Capacity Filtra- 154
TIMES the surface as standard filter bags. Cartridges tion
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Platinum Series Platinum 500 12 Ib Capacity
Our line of Platinum absolute-rated filter Platinum 700 20 Ib Capacity 156
cartridges offer maximum dirt holding capacity. Platinum 900 100 Ib Capacity
Micron retention ratings to 0.5 at 99.98%. Platinum 2014 250 Ib Capacity
Stainless Steel Filter Elements
These stainless steel cartridge elements over-come | Standard Rated 5-840 160
the temperature and compatibility limitations of Stainless Steel Microns
fabric or synthetic fiber cartridges.
Pleated Cartridges
These cartridges each have pleated, fixed pore Absolute Rated to 0.5
media to maximize surface area, prevent particle Pleated Microns 162
unloading, and fiber migration. Media include: Standard Size
cellulose, fiberglass, polyester, and polypropylene.
Wound Cartridge
Cartridges come in a wide range of materials, Standard
. . . ! All Purpose 164
lengths, and micron retention ratings. Materials Wound
include cotton, acrylics, nylon, and polypropylene.
X-Tend wice the Se of
T wice the Size o
Rosedale offers_the X-TEND filter bag as a bak- | ¢ dard Bag, Fits :Er:’%;?ea;i 167
ance between increased efficiency and capacity | standard Housing Yy
VEersus Ccost.
Hi Efficiency
Our HI-E series of bag filters meets the Hydraulic Fluid and | Rated to 25.0
: : : —_— ) 169
most stringent needs for fine process, Lubricant Filtration | Microns
hydraulic fluid, and lubricant filtration.
Membrane GSC- General Service-
. . FSC- Food, Beverage-
The h|gh flow rates achle\_/ed by our PS. Pharmaceutical- 172
cartridges make them an ideal source ES- Electronics-
for varied systems. s Waler Senvice
Basket Converter Basket Converts Bag
If it becomes necessary to change from bags to Converter Housing 182
cartridges — install the Rosedale Converter Basket. to Cartridge
Replacement Baskets
Rosedale manufactures replacement bag filter Fit Most Equal or Exceed 184
baskets and basket strainers for a wide range Manufacturers OEM Specs
of filter housings.
Giardia Cryptosporidium Removal
Water filtration systems that meet protocols NSF 61 Listed, LT2 Complient 124

for most states.






