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Low-Cost, 
High-Capacity 
Disposable Bag-Sized 
Pleated Cartridges
For Models 8, LCO, NCO, and 
Multi-Bag Filters 

R O S E D A L E  D I S P O S A B L E  F I L T E R  E L E M E N T S

These new elements from Rosedale are 
easily installed in our standard housings. 
The PLRICU cellulose filter provides 
10 TIMES the surface area of standard 
filter bags, and the PLRIPF polyester felt 
provides 6 TIMES the area.  Also available; 
a pleated element insert and a self 
contained cartridge/basket combination.  
These low cost dirt gluttons provide superb 
capacity with filtration performance as 
high as 99% efficiency. 

Features 
• Available with or without metal cage
• Seals in a standard strainer basket
• Over 50 square feet of surface area
• Beta 100 (99%)  Retention Levels
• Longer Element Life provides
 improved system efficiency

Benefits
• Fewer Change-outs required
• Less Downtime
• Improved quality due to 
 improved retention ratings
• Lower Maintenance and 
 Labor Costs
• Reduced Operator Exposure
• Recyclable with no 
 metal (optional)

 

Recyclable styles with no 
metal pleated cartridge

PLRICU- Cellulose Filter

PLRIPF- Polyester Felt

Ideal for Coolants

General Use
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Example:   PLRICU - 10 - 2

MODEL
Cellulose element only style 
pleated cartridge  = PLRICU

Polyester felt element only style 
pleated cartridge  = PLRIPF

Basket style pleated 
cartridge  = PB

MICRON RETENTION LEVEL
PLRICU:  10 Micron = 10
 20 Micron = 20
 30 Micron = 30
PLRIPF:  5 Micron = 5
 25 Micron = 25
 100 Micron = 100

CARTRIDGE SIZE/LENGTH
Standard Bag Size 1 (N/A PLRIPF) = 1
Standard Bag Size 2 = 2
Standard Bag Size 4 = 4
Standard Bag Size 8 = 8
Standard Bag Size 12 = 12

How To Order
Build an ordering code as shown in the example

Model PB - Basket style pleated 
cartridge with metal cage

R O S E D A L E  D I S P O S A B L E  F I L T E R  E L E M E N T S
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